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VOLUME 
USA/BRIT BRIGHT 


A-Z1417R / 2v2 


Cee 120VAC 
0,5A 60Hz 1.0A 


FUSE: T2.0A sioblo 


FUSE: T8300mA 


CAUTION: REPLACEWITH SAME 
TYPE FUSE AND RATING 


ATTENTION: UTILISER UN FUSIBLE 
DE RECHANGE DE MEME TYPE ET CALIBRE 


DISCONNECT POWER BEFORE SERVICING! 
DEBRANCHER L’APPEREIL AVANT 
THIS UNIT MUST BE GROUNDED! D’ENLEVER LES COUVERCLES! 


CET APPAREIL DOIT ETRE MIS A TERRE! 


CH 1/2 


SPLITTER r— PREAMP — 


ig BE G 


POWER POWER POWER POWER 


S585 


PISGORREET OBER WHEN 
G TUBES 
CERT c aeriatil AVANT 
DE REMPLACER LES LAMPES 


VOLUME 


VINT./MOD. 


47 & 


MIDDLE 


f CAUTION AVIS i 
RISK OF ELECTRIC SHOCK 
DO NOT OPEN 
RISQUE DE CHOC ELECTRIQUE 
NE PAS OUVRIR 


TREBLE 


AMP IN 


MASTER REVERB 


TRAYNOR YGL 2 
DESIGNED & MANUFACTURED BY 
YORKVILLE SOUND * TORONTO, CANADA 


AMP OUT FOOTSW. 


=~ 


STANDBY 


SPEAKER 
MIN. 4 OHMS 


PARALLEL 


Specifications 
Type YGL2 Class 'A' Tube Guitar Amplifier 
Cabinet Impedance (ohms) 8 
Power @ min. impedance (Watts) 30 
Speaker Configuration Single Vintage 30 


Input Channels = 2, footswitchable 
inputs 1/4 inch phono 
controls Clean Gain, Overdrive Gain, Overdrive Volume, Bass, Mid, 
Treble, Master, Reverb 
switches USA/Brit, Bright, Channel Select, Vintage/Modern, 
Standby 
Main Tone Controls Bass, Mid, Treble (Vintage, Modern Modes) 
Line Out (type / configuration) 1/4 inch TRS / Rear 
Effects Loop/ Location Yes/ Rear 
Effects Footswitch / Function Yes / Channel Select / Reverb Defeat 
Internal Reverb / Effects © Accutronics Spring Reverb 
LED Indicators Power/Standby, Ch1 active, Ch2 active 
Dimensions (DWH, inches) 10 x 22.5 x 20 
Dimensions (DWH, cm) 25x 57x51 
Weight (Ibs/kg) 45/20 


Specifications subject to change without notice 


Spécifications 
Type 
Impédance d’enceinte (ohms) 
Puissance @ impédance min. (Watts): 
Configuration de Haut-Parleur 
Canaux d’entrées 
entrée 
commandes 
sélecteurs 
Commande de tonalitée Principales 
Sortie Ligne (type / configuration) 
Boucle d’Effet / emplacement 


Commutateur au Pied pour effets / Fonction 


Réverbération/Effets Interne 
DEL Indicatrices 
Dimensions (PLH, pouce): 
Dimensions (PLH, cm): 
Poids (livres / kg): 


Amplificateur a lampe Class 'A' pour guitare YGL2 

8 

30 

Un Vintage 30 

2, Commutable a pied 

1/4 pouce phono 

Clean Gain, Overdrive Gain, Overdrive Volume, Bass, Mid, 
USA/Brit, Bright, Channel Select, Vintage/Modern 

Bass, Mid, Treble 

1/4 pouce PBM / Arriére 

Oui / Arriére 

Oui / Commutation au Canaux / Désactivation du reverb 
Reverb a ressort Accutronics 

Alimentation/Standby, Canaux 1 actif, Canaux 2 actif 

10 x 22.5 x 20 

25 x 57x 51 

45/20 


Spécifications sujettes a changement sans préavis 


TYPE: YS1095 


Block Diagram for YGL2 


DESIGNED & MANUFACTURED BY YORKVILLE SOUND 
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= Reverb Defeat 
A —— Channel Select 


Footswitch 
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Power 
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SPLITTER r— PREAMP — 


12AX7 
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YS#7085 
POWER POWER POWER 8-ohms 


6BQ5) (6BQ5) (6BQ5 
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DISCONNECT POWER WHEN 
REPLACING TUBES 
DEBRANCHE L’APPAREIL AVANT 
DE REMPLACER LES LAMPES 
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REF YS # Description REF YS # Description REF YS # Description REF YS # Description 


M666-59_[YGL2/YGL2X12 30 WATT GUITAR AMP 6438 1N4007_1000V_1A0 DIODE T&R 4834 W250 47K 5% T&R RES 3732 9 PIN PC MOUNT TUBE SOCKET BE 


1% T&R RES 2 CIR XH-HEADER 0.098IN 
1% T&R RES 2_CIR XH-HEADER 0.098IN 
5% T&R RES 2 CIR XH-HEADER 0.098IN 


P32 
P32 
P32 
P32 
P32 
P32 
P32 


5 


T&R RES 6 W250 10KO 1% T&R RES | UTC 
4791 W250_1K54 1% T&T RES 5W00 33R_5% BLK RES 


T&R RES 
T&R RES 


| 

TLO72CP__IC FET DUAL OP AMP im 

NE5532N _IC_DUAL OP AMP. | 

75V 0A45 DIODE T&R TLO72CP__IC_FET DUAL OP AMP | 


75V 0A45 DIODE T&R 
75V_0A45 DIODE _T&R 


[D5 __—([6438 1N4007_1000V 1A0 DIODE _T&R R49 [4834 W250 47K 5% T&R RES 
6438 1N4007 1000V 1A0 DIODE T&R i250 [4639 W250 _4K99 1% T&R RES v4 
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1. FOR YGL2J (JAPANESE MODEL) REPLACE U5 WITH 6747 AND U6 
WITH 6746. 


2. PCBSA: Break out board before testing. 


3. Add RTV to all electrolitic caps. 


1 7x #2335 


2335 
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USA/BRIT BRIGHT CH 1/2 


1. Input Jack —- 1/4-inch phone jack 
2. USA/Brit Switch - Selects the 
order of gain structure in the signal 
chain of the Clean Channel. 
USA: Places the Tone controls 
before the Clean Volume. 
Brit: Places the Clean Volume 
before a second gain stage that 
drives the Tone controls. 


3. Clean Volume - Works in 
conjunction with the Master and is used 
to adjust the amount of input gain. 

4. Bright Switch —- Add sparkle to 
your clean sound. The effect is more 
noticeable at lower Volume settings 
and will diminish as the Volume is 
increased. 

5. Channel Select - Select 
between the Clean and the Overdrive 
Channels. A footswitch overrides this 
switch and channel selection will only 
work using the footswitch. 

6. Overdrive Gain and Volume 
— The Gain sets the amount of tube 
saturation and the Volume controls 
the level sent to Master. 

7. Vintage/Modern Switch - 
Selects between two ranges of 
frequencies for the tone controls. 
8. Tone Controls - The Treble, 
Bass, and Middle controls help you 
shape your sound. 

9. Master -— Allows you to set the 
actual loudness of the amplifier. 


(+) 10 10 (+) 10 (+) 10 
VOLUME “5 BASS MIDDLE TREBLE 
VINT./MOD. 


10. Reverb - This adjusts the overall 
reverb level. The YGL2 is equipped 
with an Accutronics® spring reverb for 
authentic vintage reverb. 

11. Standby Switch - Controls 
the voltage being supplied to the 
tubes keeping the tubes warmed 

up when the amp is not in use. The 
jewel indicator changes to yellow 
when in Standby mode. 

12. Indicator — The jewel indicator 
glows red when the amp is powered- 
up and operational. 

13. Power - Located on the front 
panel, this switch turns the power 
on and off. 

14. Power Receptacle - plug in 
the supplied IEC power cable (rear). 
15. Amp In/Out Send & Return 
Jacks - Connect a 1/4-inch cable to 
the Send jack, then connect this cable 

to the Input of your effects unit. To send 
the signal back, connect the output of the 
effects unit to the Return jack. 


SPLITTER r— PREAMP — 
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POWER POWER POWER POWER 
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DISCONNECT POWER WHEN 

____ REPLACING TUBES 
DEBRANCHE L’APPAREIL AVANT 

DE REMPLACER LES LAMPES 
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STANDBY 


MASTER REVERB YGL 2 


PARALLEL 


SPEAKER 


AMP IN AMP OUT FOOTSW. MIN. 4 OHMS 


The Amp Out (send) can be used as 
a line out (preamp-out). The Amp In 
(return) is used as the return for your 
effects loop. 
16. Footswitch Jack - Using 
a footswitch to the 1/4-inch TRS 
Footswitch jack will defeat the internal 
reverb and allow you to switch between 
the ‘Clean and Overdrive’ channels. 
17. External Speaker Jack 
— These jacks allow connection for 
an 8-ohm external cabinet. If you 
disconnect the internal Celestion® 
speaker, you can connect up to two 
8-ohm external cabinets. 


This unit was intentionally packed 
upside down to help the tubes stay 
seated during shipping 


Cette unité a été intentionnellement 
emballée a I'envers pour aider les 
tubes a rester en place pendant 
l'expédition 


To ee the full Owner's ; Manual please visit our website at 


Yorkville 


om/manua 


/ or, if you need a printed version call 905-837-8777 


www.yorkville.com 


yvorkville}Sound 
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1. Prise d’Entrée - Jack de 1/4 pouce 
2. Sélecteur USA/Brit - Sélectionne 
l'ordre de la structure de gain dans la chaine 
du signal du canal Clean. 
USA: Place les commandes de tonalité 
avant le réglage de volume Clean. 
Brit: Place le réglage de volume Clean 
avant un deuxiéme étage de gain qui 
alimente les commandes de tonalité. 


3. Volume Clean - Fonctionne en 
conjonction avec la commande Master et 
est utilisé pour ajuster la quantité de gain 
d’entrée. 

4. Sélecteur Bright - Ajoute de |’éclat 
a votre son clair. Leffet est plus percep- 
tible lorsque le volume est faible et dimi- 
nue a mesure que le volume augmente. 
5. Sélecteur de Canal - Permet de 
sélectionner les canaux Clean ou Over- 
drive. Une pédale de commande a priorité 
sur ce sélecteur et la sélection du canal 
ne fonctionnera qu’en utilisant la pédale 
de commande. 

6. Gain et Volume du Canal Over- 
drive - Le gain détermine la quantité de 
saturation des tubes et le volume régle 

le niveau acheminé vers la commande 
Master. 

7. Sélecteur Vintage/Modern - Permet 
de choisir entre deux gammes de fréquences 
pour les commandes de tonalité 

8. Commandes de Tonalité - Les 
commandes Treble, Bass et Middle vous 
aident a fagonner votre son. 

9. Master - Permet de régler le niveau 
sonore de I’amplificateur. 

10. Reverb - Permet de régler le niveau 
de réverbération global. Le YGL2 est équipé 


() 10 
VOLUME 
VINT./MOD. 


d'une réverbération a ressort Accutronics® 
pour une réverbération vintage authentique. 
11. Sélecteur Standby - Contrdle la 
tension appliquée aux tubes, ce qui permet 
de les maintenir chauds lorsque |’ampli 
nest pas utilisé. Le voyant passe au jaune 
en mode Standby. 

12. Indicateur - Le voyant s’allume 
en rouge lorsque l’ampli est sous ten- 
sion et opérationnel. 

13. Alimentation - Situé sur le pan- 
neau avant, cet interrupteur permet d’allu- 
mer et d’éteindre l'appareil. 

14. Prise d’Alimentation - Permet le 
branchement le cable d’alimentation IEC 
fourni (a l’arriére). 

15. Prises Amp In/Out Send & 
Return - Connectez un cable avec prise 
% pouce a la prise Send, puis connectez 
l'autre extrémité de ce cable a l’entrée de 
votre unité d’effets. Pour renvoyer le si- 
gnal, connectez la sortie de l’unité d’effets 
a la prise Return. 


La sortie Amp Out (envoi) peut étre 
utilisée comme sortie de niveau ligne 
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Pour obtenir le manuel de utilisateur visitez notre site Web a I 
ou, Si vous avez besoin d’une version impr imée ie nous au 905-837.8777 


Yorkville 


STANDBY 


PARALLEL 


SPEAKER 
MIN. 4 OHMS. 


AMP IN AMP OUT FOOTSW. 


(sortie de préampli). L’entrée Amp In 
(return) est utilisée comme retour pour 
votre boucle d’effets. 


16. Prise Pour Pédale de Com- 
mande - Lutilisation d’une pédale de 
commande sur la prise pour pédale de 
commande (jack TRS 1/4 pouce) per- 

met d’annuler la réverbération interne et 
de sélectionner les canaux «Clean» ou 
«Overdrive». 

17. Prises Pour Haut-Parleur 
Externe - Ces prises permettent la 
connexion d’un haut-parleur externe de 8 
ohms. Si vous déconnectez le haut-parleur 
interne Celestion®, vous pouvez connecter 
jusqu’a deux enceintes externes de 8 ohms. 


This unit was intentionally packed 
upside down to help the tubes stay 
seated during shipping 


Cette unité a été intentionnellement 
emballée a I'envers pour aider les 
tubes a rester en place pendant 
l'expédition 


www.yorkville.com 
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*NOT SHOWN 


3450 | 1/4" JCK PCB MT ALL-GOLD SKT 


Foot Switch & Amp In Jacks 


3554 |DPST TOGGLE SW QUICK .250" 4 TERM 

8633 |KNOB ROUND PUSHBUTTON 1/4" BLK 
2AXTE 

8456 |10.0" STRAP HANDLE, NICKEL END CAP 
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